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(i) The date by which the major
study(s) for determining the compli-
ance strategy will be completed;

(ii) The date by which contracts for
emission controls or process modifica-
tions will be awarded, or the date by
which orders will be issued for the pur-
chase of major components to accom-
plish emission controls or process
changes;

(iii) The date by which on-site con-
struction, installation of emission con-
trol equipment, or a process change is
to be initiated;

(iv) The date by which on-site con-
struction, installation of emissions
control equipment, or a process change
is to be completed;

(v) The date by which final compli-
ance is to be achieved;

(vi) For compliance with paragraph
§ 63.440(d)(3)(ii), the tentative dates by
which compliance with effluent limita-
tion guidelines and standards inter-
mediate pollutant load effluent reduc-
tions and as available, all the dates for
the best available technology’s mile-
stones reported in the National Pollut-
ant Discharge Elimination System au-
thorized under section 402 of the Clean
Water Act and for the best professional
milestones in the Voluntary Advanced
Technology Incentives Program under
40 CFR 430.24 (b)(2); and

(vii) The date by which the final com-
pliance tests will be performed.

(3) Until compliance is achieved, re-
visions or updates shall be made to the
control strategy report required by
paragraph (b) of this section indicating
the progress made towards completing
the installation of the emission con-
trols or process modifications during
the 2-year period.

(c) The owner or operator of each
bleaching system complying with
§ 63.440(d)(3)(ii)(B) shall certify in the
report specified under § 63.10(e)(3) of
subpart A of this part that the daily
application rates of chlorine and hypo-
chlorite for that bleaching system have
not increased as specified in
§ 63.440(d)(3)(ii)(B) until the require-
ments of § 63.440(d)(3)(ii)(A) are met.

(d) The owner or operator shall meet
the requirements specified in para-
graph (a) of this section upon startup
of any new affected process equipment
or pulping process condensate stream

that becomes subject to the standards
of this subpart due to a process change
or modification.

§ 63.456 [Reserved]

§ 63.457 Test methods and procedures.

(a) Initial performance test. An initial
performance test is required for all
emission sources subject to the limita-
tions in §§ 63.443, 63.444, 63.445, 63.446,
and 63.447, except those controlled by a
combustion device that is designed and
operated as specified in § 63.443(d)(3) or
(d)(4).

(b) Vent sampling port locations and
gas stream properties. For purposes of se-
lecting vent sampling port locations
and determining vent gas stream prop-
erties, required in §§ 63.443, 63.444,
63.445, and 63.447, each owner or oper-
ator shall comply with the applicable
procedures in paragraphs (b)(1) through
(b)(6) of this section.

(1) Method 1 or 1A of part 60, appen-
dix A, as appropriate, shall be used for
selection of the sampling site as fol-
lows:

(i) To sample for vent gas concentra-
tions and volumetric flow rates, the
sampling site shall be located prior to
dilution of the vent gas stream and
prior to release to the atmosphere;

(ii) For determining compliance with
percent reduction requirements, sam-
pling sites shall be located prior to the
inlet of the control device and at the
outlet of the control device; measure-
ments shall be performed simulta-
neously at the two sampling sites; and

(iii) For determining compliance
with concentration limits or mass
emission rate limits, the sampling site
shall be located at the outlet of the
control device.

(2) No traverse site selection method
is needed for vents smaller than 0.10
meter (4.0 inches) in diameter.

(3) The vent gas volumetric flow rate
shall be determined using Method 2,
2A, 2C, or 2D of part 60, appendix A, as
appropriate.

(4) The moisture content of the vent
gas shall be measured using Method 4
of part 60, appendix A.

(5) To determine vent gas concentra-
tions, the owner or operator shall con-
duct a minimum of three test runs that
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